CONTENTS

The 5th International Symposium on Environmental Economy and Technology (ISEET-2012)

Sensitive voltammetric and amperometric responses of respiratory toxins at hemin-adsorbed carbon-felt
Yasushi Hasebe, Yue Wang ................................................................. 1055

Destruction of 4-phenolsulfonic acid in water by anodic contact glow discharge electrolysis
Haiming Yang, Baigang An, Shaoyan Wang, Lixiang Li, Wenjie Jin, Lihua Li ................................................................. 1063

Nitrous oxide emissions from black soils with different pH
Lianfeng Wang, Huachao Du, Zuoqiang Han, Xilin Zhang ................................................................. 1071

Coulometric determination of dissolved hydrogen with a multielectrolytic modified carbon felt electrode-based sensor
Hiroaki Matsuura, Yosuke Yamawaki, Kosuke Sasaki, Shunichi Uchiyama ................................................................. 1077

Palladium-phosphinous acid complexes catalyzed Suzuki cross-coupling reaction of heteroaryl bromides with phenylboronic acid in water/alcoholic solvents
Ben Li, Cuiping Wang, Guang Chen, Zhiqiang Zhang ................................................................. 1083

Aquatic environment

Organic matter produced by algae and cyanobacteria: Quantitative and qualitative characterization
Maud Leloup, Rudy Nicolau, Virginie Pallier, Claude Yéprémian, Geneviève Feuillade-Cathalifaud ................................................................. 1089

Effects of environmental factors on sulfamethoxazole photodegradation under simulated sunlight irradiation:
Kinetics and mechanism
Junfeng Niu, Lilan Zhang, Yang Li, Jinbo Zhao, Sidan Lv, Keqing Xiao ................................................................. 1098

Irrigation system and land use effect on surface water quality in river, at lake Dianchi, Yunnan, China
Takashi Tanaka, Takahiro Sato, Kazuo Watanabe, Ying Wang, Dan Yang, Hiromo Inoue, Kunzhi Li, Tatsuya Inamura ................................................................. 1107

Temporal and spatial changes in nutrients and chlorophyll-α in a shallow lake, Lake Chaohu, China:
An 11-year investigation
Libiao Yang, Kun Lei, Wei Meng, Guo Fu, Weijin Yan ................................................................. 1117

Phosphorus speciation in the sediment profile of Lake Erhai, southwestern China: Fractionation and$^{31}$P NMR
Runyu Zhang, Liying Wang, Fengchang Wu, Baohan Song ................................................................. 1124

Effect of ammonium on nitrous oxide emission during denitrification with different electron donors
Guangxue Wu, Xiaofeng Zhai, Chengai Jiang, Yuntao Guan ................................................................. 1131

Adsorption of 2-mercaptobenzothiazole from aqueous solution by organo-bentonite
Ping Jing, Meifang Hou, Ping Zhao, Xiaoyan Tang, Hongfu Wan ................................................................. 1139

Differences in rheological and fractal properties of conditioned and raw sewage sludge
Hui Jin, Yili Wang, Ting Li, Yujing Dong, Junqing Li ................................................................. 1145

Competitive sorption between 17α-ethynyl estradiol and bisphenol A/4-n-nonylphenol by soils
Jianzhong Li, Lu Jiang, Xi Xiang, Shuang Xu, Rou Wen, Xiang Liu ................................................................. 1154

Determination of estrogens and estrogenic activities in water from three rivers in Tianjin, China
Kaifeng Rao, Bingli Lei, Na Li, Mei Ma, Zijian Wang ................................................................. 1164

Terrestrial environment

Adsorption and desorption characteristics of diphenylarsenicals in two contrasting soils
Anan Wang, Shixin Li, Ying Teng, Wuxin Liu, Longhua Wu, Haibo Zhang, Yujuan Huang, Yongming Luo, Peter Christie ................................................................. 1172

Evaluation of remediation process with soapberry derived saponin for removal of heavy metals from contaminated soils in Hai-Pu, Taiwan
Jyoti Prakash Maity, Yuh Ming Huang, Cheng-Wei Fan, Chien-Cheng Chen, Chun-Yi Li, Chun-Mei Hsu, Young-Fo Chang, Ching-I Wu, Chen-Yen Chen, Jiin-Shuh Jean ................................................................. 1180
Environmental biology

Vertical diversity of sediment bacterial communities in two different trophic states of the eutrophic Lake Taihu, China (Cover story)
Keqiang Shao, Guang Gao, Yongping Wang, Xiangming Tang, Boqiang Qin ........................................... 1186
Abundance and diversity of ammonia-oxidizing archaea in response to various habitats in Pearl River Delta of China, a subtropical maritime zone
Zhixin Li, Wenbiao Jin, Zhaoyun Liang, Yangyang Yue, Junhong Lv ....................................................... 1195

Environmental catalysis and materials

Effect of pretreatment on Pd/Al₂O₃ catalyst for catalytic oxidation of o-xylene at low temperature
Shaoyong Huang, Changbin Zhang, Hong He ................................................................. 1206
Efficient visible light photo-Fenton-like degradation of organic pollutants using in situ surface-modified BiFeO₃ as a catalyst
Junjian An, Libua Zhu, Yingying Zhang, Heqing Tang .............................................................. 1213
Basic properties of sintering dust from iron and steel plant and potassium recovery
Guang Zhan, Zhancheng Guo ................................................................................................. 1226
Degradation of direct azo dye by Cucurbita pepo free and immobilized peroxidase
Nabila Boucherit, Mahmoud Abouseoud, Lydia Adour ......................................................... 1235

Environmental analytical methods

Determination of paraquat in water samples using a sensitive fluorescent probe titration method
Feihu Yao, Hailong Liu, Guangquan Wang, Liming Du, Xiaofen Yin, Yunlong Fu ........................................... 1245
Chemically modified silica gel with 1-[(2-hydroxy-benzylidene)amino]phenylgethanone: Synthesis, characterization and application as an efficient and reusable solid phase extractant for selective removal of Zn(II) from mycorrhizal treated fly-ash samples
R. K. Sharma, Aditi Puri, Anil Kumar, Alok Adholeya ........................................................................ 1252

Serial parameter: CN 11-2629/X*1989*m*207*en*P*25*2013-6
Coulometric determination of dissolved hydrogen with a multielectrolytic modified carbon felt electrode-based sensor

Hiroaki Matsuura¹,*, Yosuke Yamawaki², Kosuke Sasaki¹, Shunichi Uchiyama¹,²

¹. Department of Life Science & Green Chemistry, Faculty of Engineering, Saitama Institute of Technology, Saitama 369-0293, Japan
². Department of Applied Chemistry, Graduate School of Engineering, Saitama Institute of Technology, Saitama 369-0293, Japan

Abstract
A multielectrolytic modified carbon electrode (MEMCE) was fabricated by the electrolytic-oxidation/reduction processes. First, the functional groups containing nitrogen atoms such as amino group were introduced by the electrode oxidation of carbon felt electrode in an ammonium carbamate aqueous solution, and next, this electrode was electroreduced in sulfuric acid. The redox waves between hydrogen ion and hydrogen molecule at highly positive potential range appeared in the cyclic voltammogram obtained by MEMCE. A coulometric cell using MEMCE with a catalytic activity of electrooxidation of hydrogen molecule was constructed and was used for the measurement of dissolved hydrogen. The typical current vs. time curve was obtained by the repetitive measurement of the dissolved hydrogen. These curves indicated that the measurement of dissolved hydrogen was finished completely in a very short time (ca. 10 sec). A linear relationship was obtained between the electrical charge needed for the electrooxidation process of hydrogen molecule and dissolved hydrogen concentration. This indicates that the developed coulometric method can be used for the determination of the dissolved hydrogen concentration.

Key words: multielectrolytic modified carbon electrode (MEMCE); coulometric determination; dissolved hydrogen
DOI: 10.1016/S1001-0742(12)60130-2

Introduction
Electrodes made of carbon materials have been widely used for electroanalysis because of a wide potential window, a low background current and good stability as compared with metal electrode (Jenkins and Kawamura, 1971; Swain, 1994; Xu et al., 1998; Yano et al., 1998; Hirono et al., 2002; Niwa et al., 2006; McCreery, 2008). In addition, the chemical modification of carbon surfaces has been of significant interest in numerous fields such as electroanalytical chemistry (Murray, 1984; McCreery, 1991). Recently, it has been found that the reduction potential of oxygen can be significantly moved to positive direction by using carbon alloy with nitrogen (Lyth et al., 2009) and graphite (Watanabe et al., 2009). Especially, it has been revealed that nitrogen atoms containing functional groups such as amino group can easily be introduced to the surfaces of the glassy carbon and carbon felt electrodes by the electrode oxidation of ammonium carbamate (Uchiyama et al., 2007), and the electron transfer rates of many inorganic and organic compounds are accelerated to be able to measure excellent redox waves (Wang and Uchiyama, 2008).

* Corresponding author. E-mail: matsuura@sit.ac.jp

In this work, we described that the electrode reduction current of aminated carbon electrode increases with an increase of electroreduction time in sulfuric acid, and also with the increase of the evolution rate of hydrogen gas. This fact indicates that the catalytic sites of the hydrogen evolution increases owing to the electrochemical modification of carbon surfaces by the electrode reduction in sulfuric acid. Furthermore, we obtained the result that the large electrooxidation wave of hydrogen molecule appeared after the aminated carbon electrode was electroreduced in sulfuric acid for a long time. It is well known that bare (or unmodified) carbon electrode has no electrooxidation activity for hydrogen molecule. Thus, this phenomenon realizing the electrooxidation of hydrogen molecule has very important meaning in the field of electrochemistry.

A porous carbon felt material has been used as a suitable working electrode for a coulometric measurements (Uchiyama et al., 1988, 1990). In this coulometric cell, the electroactive species added to the working electrode surface is diffused into the inner part of the carbon felt quickly in a three-dimensional direction, while undergoing the electrode reaction. Therefore, we adopted this coulometric technique to perform the simple and rapid measurement for...
the dissolved hydrogen in aqueous solution.

In this study, a multielectrolytic modified carbon electrode (MEMCE) was fabricated and a coulometric cell using MEMCE with a catalytic activity of electrooxidation of hydrogen molecule was constructed for the determination of dissolved hydrogen. Since the dissolved hydrogen concentration is unstable, the whole-quantity measurement by the coulometric technique is believed to be useful compared with the other electrochemical methods which need calibration.

In general, the cleaning agents, such as sulfuric acid and hydrofluoric acid, are useful for semiconductor manufacturing. However, the great volume of water has been used in order to rinse them. In recent years, the hydrogen dissolved water has been used in the washing processes of wafers. Therefore, the coulometric determination of dissolved hydrogen is considered to be suitable for realizing the simple, rapid and accurate sensing technique of hydrogen dissolved in water.

1 Materials and methods

1.1 Chemical and materials
A porous carbon felt (GF-20-5F, 20 mm diameter, 5 mm thickness) was obtained from Nippon Carbon Co., Ltd. (Tokyo, Japan). The test solution used was 0.1 mol/L phosphate buffer (pH 8.0) to which the bubbling of the hydrogen gas was carried out. Hydrogen gas was prepared using a hydrogen generator (A9150-100, Parker, USA). Potassium hexacyanoferrate(III) and sulfuric acid (H₂SO₄) was supplied by Wako Pure Chemical Industries, Ltd. (Osaka, Japan). Ammonium carbamate was purchased from Merck (Germany).

1.2 Preparation of multielectrolytic modified carbon electrode
In order to perform the constant potential electrolysis, a potentiogalvanostat (HA-151B, Hokuto Denko Co. Ltd., Japan) and a digital recorder (GR-3500, KEYENCE, Japan) were used. A MEMCE was fabricated as follows. The amination of the carbon felt (or glassy carbon) electrode was prepared as previously described (Uchiyama et al., 2007). The aminated carbon felt electrodes were electroreduced in 1 mol/L H₂SO₄ at −1.0 V vs. Ag/AgCl for 20 hr, immediately after the amination was finished, and it was found that the reduction current gradually increased as the electrolysis time increased. During this electroreduction, hydrogen gas was evolved in proportion to the reduction current value. This fact means that the electron transfer rate of hydrogen ion to hydrogen gas is accelerated by forming catalytic electron transfer site by the electrode reduction of aminated carbon felt electrode. This suggests that functional groups containing nitrogen atoms contributing the catalytic electron transfer of hydrogen ion are introduced.

1.3 Electrochemical measurements
Cyclic voltammetric measurements were carried out using an automation polarization system (HZ-3000, Hokuto Denko Co. Ltd., Japan) with a three-electrode cell consisting of a working carbon felt electrode, a Ag/AgCl (3 mol/L NaCl electrolyte) reference electrode, and Pt counter electrode. To observe the electrode oxidation wave of hydrogen molecule, we performed the cyclic voltammetry of hydrogen molecule using the electrolytic cell as shown in Fig. 1. The hydrogen gas was bubbled into H₂SO₄ electrolyte continuously during cyclic voltammetric measurement at a flow rate of 50 mL/min. By employing oxygen electrode, we confirmed that the dissolved oxygen was almost removed by bubbling into hydrogen gas continuously. Amperometric measurement of the dissolved hydrogen was carried out by using the glassy carbon electrode (3 mm diameter) activated by the electrolytic-oxidation/reduction processes described above. The hydrogen molecule was electrolyzed at constant potential (−0.5 V vs. Ag/AgCl) and the oxidation current generated by supplying of hydrogen gas into an electrolyte was monitored. In order to perform controlled potential coulometry, a potentiostat (NPOT-2501, Nikko Keisoku, Japan), a digital coulometer (NDCM-1, Nikko Keisoku, Japan), and a digital recorder (GR-3500, KEYENCE, Japan) were used. The cross section of the controlled potential coulometric cell fabricated is shown in Fig. 2. A multielectrolytic modified carbon electrode (MEMCE, 20 mm diameter, 5 mm thickness) was used as a working electrode. The unmodified carbon felt without
any electrochemical treatments was employed as a counter electrode. The MEMCE was separated from counter carbon felt electrode by a cation exchange membrane (CMV, Asahi Glass Engineering, Japan). A platinum wire (0.5 mm diameter) was used as a lead wire. A working MEMCE, was impregnated with 0.1 mol/L phosphate buffer (pH 8.0) solution. Saturated aqueous solution of potassium hexacyanoferrate(III) was employed as a counter solution soaked in the counter carbon felt electrode. The procedure for the coulometric determination is described as follows. First, the electrode potential between a working electrode and a counter electrode was maintained at a constant value by a potentiogalvanostat. Next, an aliquot of the dissolved hydrogen water was added to the center of the working electrode using a micropipet after the residual current reached a constant steady-state value. The concentration of the dissolved hydrogen was calculated from total electrical charges measured by a coulometer.

2 Results and discussion

2.1 Electrochemical measurements for the electrooxidation of hydrogen molecule

A glassy carbon electrode was used to examine the electrocatalytic properties. Figure 3 shows the monitoring of the electrode oxidation current of unmodified glassy carbon electrode with electrooxidation time in 0.1 mol/L ammonium carbamate aqueous solution. The oxidation current was remarkably increased by applying the electrode potential of +1.1 V (vs. Ag/AgCl). This result suggests that the functional groups containing nitrogen atoms was introduced to the glassy carbon electrode surface by the electrode oxidation of ammonium carbamate aqueous solution using glassy carbon electrode. This modified electrode was named as aminated glassy carbon electrode. The electrochemical performance of the aminated glassy carbon electrode was reported according to the method described earlier (Uchiyama et al., 2007).

Figure 4 shows the variation of the electrode reduction current of aminated glassy carbon electrode with electroreduction time in 1 mol/L H₂SO₄ electrolyte. This result indicates that the reduction current increases with an increase of electroreduction time, and it can be recognized that the electrocatalytic modification of the electrode surface continuously proceeds during a long term electrolysis. During the studies of the electrode reduction of the aminated carbon electrode surface, we found that the electrode reduction current gradually increased in the sulfuric acid electrolyte as the electrolysis time increased, and this reaction was accompanied by a vigorous evolution of hydrogen gas. This fact indicates that the electrocatalytic site for the reduction of the hydrogen ion is produced during the electrode reduction in 1 mol/L H₂SO₄ electrolyte. This catalytic site must be generated by the electrode reduction of the nitrogen atoms containing functional groups introduced by the prior electrode oxidation of carbamic acid. Structural studies for the carbon surface are now in progress. The evolution potential of hydrogen gas gradually moved to positive direction until 10 hr reduction, and we
chose 20 hr as electrolysis time of aminated glassy carbon electrode in 1 mol/L H$_2$SO$_4$.

**Figure 5** shows the cyclic voltammograms of bubbling H$_2$ in 0.1 mol/L phosphate buffer solution (pH 8.0) obtained by using the aminated glassy carbon electrode electroreduced for 20 hr. The electrode oxidation wave of hydrogen molecule appears in the potential range from –0.6 V to +0.2 V. We examined that no oxidation wave of hydrogen molecule was observed when the aminated glassy carbon electrode was used in place of MEMCE. Then, this result means that the catalytic electron transfer site for hydrogen molecule is produced by multielectrolyses of glassy carbon electrode surface. Therefore, it can be recognized that the active site acquires its activity by the electrode oxidation at –0.6 V and lose one by further electrode oxidation at +0.2 V.

The cyclic voltammograms of the unmodified carbon felt electrode and the MEMCE in 0.1 mol/L phosphate buffer (pH 8.0) are shown in **Fig. 6** lines A and B, respectively. It can be recognized that no redox waves were observed in a potential range from –1.5 V to +1.0 V vs. Ag/AgCl when the unmodified carbon felt electrode is used as a working electrode. However, the hydrogen evolution wave begins at ~0.7 V vs. Ag/AgCl in 0.1 mol/L phosphate buffer (pH 8.0), and the oxidation wave of hydrogen molecule surprisingly appears when MEMCE is used as a working electrode. The redox waves of hydrogen increased by performing twice electrolytic-oxidation/reduction processes. It was confirmed that the catalytic activity of redox waves of hydrogen decreased by adding maleimide which react with hydrazine rapidly in a strong acid. At present, unfortunately, it is unclear what kind of catalytic site for the redox reaction of hydrogen is produced at the carbon felt surface. However, it is confirmed that the electrode oxidation of hydrogen molecule begins at approximately –0.8 V vs. Ag/AgCl, then we tried to measure the electrode oxidation current of hydrogen gas by flowing into an electrolyte.

As shown in **Fig. 7**, the hydrogen gas aeration in a electrolyte solution resulted in the increase of electrode oxidation current of hydrogen molecule and this oxidation current decreased to original baseline by stopping the supply of hydrogen gas because the dissolved hydrogen is gradually escaped from the solution to air. This result shows that the concentration of the dissolved hydrogen can be easily monitored by using MEMCE, and it can be expected that the multielectrolytic modification of carbon electrode can open the way for convenient determination method of hydrogen molecule dissolved in water.

### 2.2 Effect of applied potential on the sensitivity

To achieve the rapid determination of dissolved hydrogen with high sensitivity, we examined the effect of applied potential to the MEMCE at coulometric cell (~0.4 to +0.3 V) on the total electrical charge. **Figure 8** shows the relationship between the applied potential and the electrical charge for the electrooxidation of hydrogen molecule in water. The electrical charge dramatically increased with increasing electrode potential from –0.4 to –0.1 V. On the other hand, the electrical charge decreased sharply when the electrode potential exceeded 0 V. In such an extremely positive potential region and this result indicates that the
catalytic site on the electrode surface was destroyed by the electrode oxidation. Therefore, the optimal potential to measure the electrical charge was determined to be –0.1 V.

2.3 Coulometric determination of dissolved hydrogen

Figure 9 shows the typical current vs. time curve obtained by the repetitive coulometric measurement of the dissolved hydrogen. The sample solution of hydrogen molecule was prepared by bubbling hydrogen gas into the distilled water. The volume of the added sample was changed from 5 to 20 µL. The oxidation current was actually increased as sample solution volume increases, this fact indicates that current response was generated by the electrooxidation of hydrogen molecule in the sample solution. Figure 10 shows the relationship between the volume of sample solution and the charge passed through the electrooxidation process of hydrogen molecule. This result shows that the electrical charge was proportional to the added sample volume in the range from 5 to 20 µL with good linearity. Thus, the electrolysis efficiency for the hydrogen molecule is expected to be nearly 100% because extremely rapid determination is realized, compared with the escaping rate of the dissolved hydrogen molecule from the sample solution. Typical current vs. time curve obtained by the repetitive determination of the dissolved hydrogen are shown in Fig. 11.

The volume of the added sample is 10 µL. This curve indicates that the determination of dissolved hydrogen is finished completely in a very short time (ca. 10 sec), and no detectable residual current fluctuation appears after the electrolysis is completed. This typical current vs. time curve also indicates that the diffusion of the sample solution takes place very quickly (below 0.5 sec). The relative standard deviation for five successive measurements was 1.9%. Figure 12 shows the relationship between the electrical charge and the dilution ratio ($R_a$) of the dissolved hydrogen. The dilution ratio was calculated according to: $R_a = C/C_0$, where, $C_0$ denotes the concentration of dissolved hydrogen water prepared by bubbling of hydrogen gas and $C$ denotes the concentration of dissolved hydrogen water diluted with arbitrary rates. As shown in Fig. 12, the electrical charge was proportional to the
dilution ratio in the range from 0.1 to 1.0 with a good linearity, and this fact supports the idea that the electrolysis efficiency for the hydrogen molecule is nearly 100%. Then, coulometry described here must be very useful analytical method because the accurate and rapid determination of the dissolved hydrogen concentration in water is easily performed.

3 Conclusions

We have succeeded in preparing the MEMCE with chemical activation based on the electrolytic-oxidation/reduction processes for novel kind electrode for the dissolved hydrogen gas determination. The hydrogen evolution wave appears at –0.65 V vs. Ag/AgCl and it is very surprising that the oxidation wave of hydrogen molecule appears by using MEMCE. When the MEMCE was used as the working electrode of coulometric cell, the electrode oxidation current abruptly increased after the dissolved hydrogen was added to the center of the working MEMCE. The current vs. time curves indicate that the determination of dissolved hydrogen is finished completely in a very short time (ca. 10 sec) and the MEMCE has been proved to be suitable for detecting the dissolved hydrogen. No standardization method for the dissolved hydrogen concentration has been realized until now because hydrogen molecule does not react with the usual oxidizing agent, and needs appropriate catalysts such as platinum for its titration. Moreover, the concentration of the dissolved hydrogen is very changeable and a very rapid method is dispensable for accurate determination. In this respect, the proposed method needs below 10 sec for complete electrolysis of the dissolved hydrogen and is considered to be very useful for the determination of dissolved hydrogen concentration.

References


Aims and scope

*Journal of Environmental Sciences* is an international academic journal supervised by Research Center for Eco-Environmental Sciences, Chinese Academy of Sciences. The journal publishes original, peer-reviewed innovative research and valuable findings in environmental sciences. The types of articles published are research article, critical review, rapid communications, and special issues.

The scope of the journal embraces the treatment processes for natural groundwater, municipal, agricultural and industrial water and wastewaters; physical and chemical methods for limitation of pollutants emission into the atmospheric environment; chemical and biological and phytoremediation of contaminated soil; fate and transport of pollutants in environments; toxicological effects of terrorist chemical release on the natural environment and human health; development of environmental catalysts and materials.

For subscription to electronic edition

Elsevier is responsible for subscription of the journal. Please subscribe to the journal via [http://www.elsevier.com/locate/jes](http://www.elsevier.com/locate/jes).

For subscription to print edition

**China:** Please contact the customer service, Science Press, 16 Donghuangchenggen North Street, Beijing 100717, China. Tel: +86-10-64017032; E-mail: journal@mail.sciencep.com, or the local post office throughout China (domestic postcode: 2-580).

**Outside China:** Please order the journal from the Elsevier Customer Service Department at the Regional Sales Office nearest you.

Submission declaration

Submission of an article implies that the work described has not been published previously (except in the form of an abstract or as part of a published lecture or academic thesis), that it is not under consideration for publication elsewhere. The submission should be approved by all authors and tacitly or explicitly by the responsible authorities where the work was carried out. If the manuscript accepted, it will not be published elsewhere in the same form, in English or in any other language, including electronically without the written consent of the copyright-holder.

For subscription to electronic edition

Elsevier is responsible for subscription of the journal. Please subscribe to the journal via [http://www.elsevier.com/locate/jes](http://www.elsevier.com/locate/jes).

For subscription to print edition

**China:** Please contact the customer service, Science Press, 16 Donghuangchenggen North Street, Beijing 100717, China. Tel: +86-10-64017032; E-mail: journal@mail.sciencep.com, or the local post office throughout China (domestic postcode: 2-580).

**Outside China:** Please order the journal from the Elsevier Customer Service Department at the Regional Sales Office nearest you.

Submission declaration

Submission of an article implies that the work described has not been published previously (except in the form of an abstract or as part of a published lecture or academic thesis), that it is not under consideration for publication elsewhere. The submission should be approved by all authors and tacitly or explicitly by the responsible authorities where the work was carried out. If the manuscript accepted, it will not be published elsewhere in the same form, in English or in any other language, including electronically without the written consent of the copyright-holder.

Editorial

Authors should submit manuscript online at [http://www.jesc.ac.cn](http://www.jesc.ac.cn). In case of queries, please contact editorial office, Tel: +86-10-62920553, E-mail: jesc@263.net, jesc@rcees.ac.cn. Instruction to authors is available at [http://www.jesc.ac.cn](http://www.jesc.ac.cn).